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(1) The actual monthly HAP ABA 
emissions shall be determined using 
Equation 4: 

E E HAPABA Equation 4actual unc re ered= − cov ( )

Where: 
Eactual = Actual HAP ABA emissions after 

control, pounds/month. 
Eunc = Uncontrolled HAP ABA emissions, 

pounds/month, determined in accordance 
with paragraph (b)(1) of this section. 

HAPABArecovered = HAP ABA recovered, 
pounds/month, determined in accordance 
with paragraph (e)(2) of this section. 

(2) The amount of HAP ABA recov-
ered shall be determined in accordance 
with § 63.1303(c). 

§ 63.1298 Standards for slabstock flexi-
ble polyurethane foam production— 
HAP emissions from equipment 
cleaning. 

Each owner or operator of a new or 
existing slabstock affected source com-
plying with the emission point specific 
limitation option provided in 
§ 63.1293(a)(1) shall not use a HAP or a 
HAP-based material as an equipment 
cleaner. 

§ 63.1299 Standards for slabstock flexi-
ble polyurethane foam production— 
source-wide emission limitation. 

Each owner or operator of a new or 
existing slabstock affected source com-
plying with the source-wide emission 
limitation option provided in 
§ 63.1293(b) shall control HAP ABA stor-
age and equipment leak emissions, 
HAP ABA emissions from the produc-
tion line, and equipment cleaning HAP 
emissions in accordance with the provi-
sions in this section. Compliance shall 
be determined on a rolling annual basis 
in accordance with paragraph (a) of 
this section. As an alternative, the 
owner or operator can determine com-
pliance monthly, as described in para-
graph (b) of this section. 

(a) Rolling annual compliance. Under 
the rolling annual compliance provi-
sions, actual source-wide HAP ABA 
storage and equipment leak emissions, 
HAP ABA emissions from the produc-
tion line, and equipment cleaning HAP 
emissions are compared to allowable 

source-wide emissions for each con-
secutive 12-month period. The allow-
able source-wide HAP emission level is 
calculated based on the production for 
the 12-month period, resulting in a po-
tentially different allowable level for 
each 12-month period. While compli-
ance is on an annual basis, compliance 
shall be determined monthly for the 
preceding 12-month period. The actual 
source-wide HAP emission level for a 
consecutive 12-month period shall be 
determined using the procedures in 
paragraphs (c)(1) through (4) of this 
section, unless a recovery device is 
used. Slabstock foam production 
sources using recovery devices shall de-
termine actual source-wide HAP emis-
sions in accordance with paragraph (e) 
of this section. The allowable HAP 
emission level for a consecutive 12- 
month period shall be determined using 
the procedures in paragraph (d) of this 
section. 

(b) Monthly compliance alternative. As 
an alternative to determining compli-
ance on a rolling annual basis, an 
owner or operator can determine com-
pliance by comparing actual HAP 
emissions to allowable HAP emissions 
for each month. The allowable source- 
wide emission level is calculated based 
on the production for the month, re-
sulting in a potentially different allow-
able level each month. The actual 
monthly emission level shall be deter-
mined using the procedures in para-
graphs (c)(1) through (3) of this section, 
unless a recovery device is used. 
Slabstock foam production sources 
using recovery devices shall determine 
actual source-wide HAP emissions in 
accordance with paragraph (e) of this 
section. The allowable monthly HAP 
ABA emission level shall be deter-
mined in accordance with Equation 6. 

(c) Procedures for determining actual 
source-wide HAP emissions. The actual 
source-wide HAP ABA storage and 
equipment leak emissions, HAP ABA 

VerDate Aug<31>2005 13:47 Aug 29, 2007 Jkt 211152 PO 00000 Frm 00270 Fmt 8010 Sfmt 8002 Y:\SGML\211152.XXX 211152 E
R

07
O

C
98

.0
06

<
/G

P
H

>

eb
en

th
al

l o
n 

P
R

O
D

P
C

61
 w

ith
 C

F
R


